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	FITTING INSTRUCTIONS
	Rev. 3

	
	
	

	Can Bus Diagram:  

C3 Aircross 2017 (
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	DIP SWITCH SELECTION AND SOFTWARE VERSION
	

	 Available from CARLIST35 and next
	Version with Remote Control and Keyless System
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	Version with Remote Control and Keyless System from 2021
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WIRING CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and fixing on the vehicle

	Power Supply
Picture 1
	Red
	Connect to the LIGHT BLUE wire pos.32 of the 32 pins LIGHT BLUE/GREY connector marked “EPB BLUE”, linked to the front of the BLACK BSI central unit.

	
	Black
	Connect to the original ground node.

	Enabling CAN BUS Pictures 1 & 2
	White/Green

CAN BUS H
	Connect to the wire pos. 25
	in the GREY side of the 60 pins LIGHT BLUE/GREY connector linked to the down side at the right, of the BSI central unit, under the dashboard on the driver side.

	
	White/Brown

CAN BUS L
	Connect to the wire pos. 23
	

	Alternative 

Enabling CAN BUS
	White/Green

CAN BUS H
	Connect to the RED wire pos.16
	in the GREEN side of the 60 pins LIGHT BLUE/GREY connector linked to the down side at the right, of the BSI central unit, under the dashboard on the driver side.

	
	White/Brown

CAN BUS L
	Connect to the WHITE wire pos.18
	

	Hazard

Picture 1 & 3
	Yellow/Green
	Connect to the RED wire pos. 7
	

	Engine Block

MAX 10A
	Green

Green
	Starter Block: Cut the PURPLE wire pos.22 of the GREY side of the 60 pins LIGHT BLUE/GREY connector linked to the down side at the right, of the BSI central unit, under the dashboard on the driver side.

	Horn
	CAN BUS command

	Additional connection necessary for selection C4, doors and trunk that are not detected by the CAN BUS:

	Doors protection

Picture 4 - 5
	Blue/Red

(positive)
	Connect to the PINK wire pos.34 of the 34 pins BLACK connector marked “PAV BLACK” linked to the BSI central unit, under the dashboard of the driver side. (The POSITIVE signal will be present when the ceiling light is ON).

	Trunk

Picture 3
	Blue

(negative)
	Connect to the PURPLE pos. 19 of the GREEN side of the BROWN connector marked “EH1 BROWN” linked to the high side at the right, of the BSI central unit, under the dashboard on the driver side. (The NEGATIVE signal will be present when the trunk is opened).


NOTE:

· During the alarm arming, if you open the trunk by the original remote control cause an alarm cycle.

Unlock the central door locking with the original remote control before to open the trunk, or let set the vehicle to do it, trough the vehicle funciton.
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Rev.1 Eliminata l’indicazione della massa sul filo (la prima indicazione portava un NEGATIVO che si resettava all’accensione del quadro). Corretta indicazione pin CAN BUS H.
Rev.2 Corretta numerazione della posizione CAN BUS (ora è coerente con la foto) (05/12/19 – SM)
Rev.3 Inserita compatibilità selezione C5 dal modello 2021 (26/08/2022 – SDC)
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