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ELECTRICAL CONNECTION BETWEEN ALARM AND VEHICLE
	Function
	Alarm colour wire 
	Position and vehicle connection

	Power Supply
See picure 1A/1B
	Red wire
	Connect to the RED wire pos. 12 of the 12-pin ways BROWN connector linked to the BLACK main unit under the dashboard driver’s side. 

	
	Black wire 
	Connect to the BLACK wire pos. 7 of the 12-pin ways BROWN connector connected to the BLACK main unit under the dashboard driver’s side.

	Enabling CAN BUS 
	White/Green
CAN BUS H
	Connect to the wire in pos.6 of the 16-pin way OBD connector located under the dashboard driver’s side.

	
	White/Brown
CAN BUS L
	Connect to the wire in pos.14 of the 16-pin way OBD connector located under the dashboard driver’s side.

	Indicator light 
see picture 2
	Yellow wires
	Connect to the WHITE wire pos. 5 and BROWN wire pos. 12 of the 12-pin ways WHITE connector linked to the BLACK main unit under the dashboard driver’s side.

	Horn command 
	White/Red:
	info not available yet
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Optional connection 
	Central door looking 
	PURPLE unlock 
	NEGATIVE COMMAND ON UNIQUE WIRE. 
Connect the opening and closure alarm command to the GREEN wire pos. 31 of the 40-pin ways BLACK connector linked to the linked to the BLACK main unit under the dashboard driver’s side.

	
	YELLOW/BLUE lock
	

	Engine Block
Max 10A
See picture 3 
	Green wires:
	STARTING ENGINE:  cut the PINK wire pos. 3 of the 4-pin ways RED/BLACK connector connected directly to the mechanical key starting block.
Check carefully the Ampere consumption while the starting command. Add a supplementary relays in order to avoid alarm mistakes. 
FUEL PUMP: info not available yet.

	Comfort command
Max 100 mA
	Brown/Black:
	Original comfort function not present. In order to rolling up the windows of the vehicle is need to add a supplementary module marked Hps44






PATROLLINE GROUP Società Cooperativa, Via C. Cantù 15/C 22031 Albavilla (CO) ITALY  Tel: +39.031.3354411 Fax: +39.031.629417  E-mail: info@patrolline.it  Le indicazioni riportate su questa scheda sono da considerarsi indicative e non vincolanti poiché non sincronizzate a modifiche, variazioni o allestimenti delle case auto.
L’azienda non risponde di eventuali danni al veicolo derivanti da una non corretta installazione.
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