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Dacia Sandero II  2012(2020
	[image: image1.jpg]




	DIP SWITCHES SELECTION & SOFTWARE
	

	from CARLIST29
and next
	Remote control version
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ELECTRICAL CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and connection on vehicle

	Power Supply
Vedi foto 1
	RED
	Connect to the RED wire pos.12 
	of the 12 pins BROWN connector linked to the BCM central unit.

	
	BLACK
	Connect to the GREEN /WHITE wire pos.7 
	

	Enabling CAN BUS 

Vedi foto 1
	WHITE/GREEN
CAN BUS H
	Connect to the BROWN/WHITE wire pos.4 
	of the 40 pins BLACK connector, marked “S1”, linked to the BCM central unit, under the dashboard on the driver side.

	
	WHITE/BROWN

CAN BUS L
	Connect to the GREY/WHITE wire pos.3 
	

	Blinkers
	YELLOW wires
	Connect to the GREEN/WHITE wire pos.5 and to the BROWN/WHITE wire pos.12 of the 12 pins WHITE connector linked to the BCM central unit, under the dashboard on the driver side.

	HORN 
	WHITE/RED
	Connect to the wire pos.13 of the 15 pins GREY connector, directly linked to the central unit under the steering wheel.
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Collegamenti Opzionali 

	Central door locking
	VIOLET (unlock) YELLOW/BLUE (lock)
	Connect both alarm wires to the GREEN wire 0.5mm² pos.31 of the 40 pins BLACK connector, marked “S1”, linked to the BCM central unit, under the dashboard on the driver side.

	Engine Block

Max 10A
	GREEN wires
	Fuel Pump
Cut the YELLOW wire 0.5mm² linked to the back of the fuse box of the driver side dashboard under the 5A fuse n°22.

	COMFORT Command
Max 100mA
	BROWN/BLACK:
	Info not available at the moment
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