	[image: image8.emf]
	FITTING 

 INSTRUCTIONS
	Rev. 3

	
	
	

	Can Bus Diagram: 

Fiat Panda 2011(
	[image: image1.jpg]




	DIP SWITCHES SELECTIONS OR SOFTWARE
	

	from CARLIST29
and higher
	
	[image: image2.jpg]


1[image: image3.jpg]


8
	


ELECTRICAL CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Positions and vehicle connections

	Power supply
	Red 
	Connect to the RED/GREEN wire pos. 16
	in the 16-pins OBD connector located next to the fuse box under the dashboard driver side. 

	
	Black
	Connect to the BLACK/PURPLE wire pos. 5
	

	Enabling CAN BUS
	White/Green
CAN BUS H
	Connect to BLUE wire pos. 58
	in the 60-pins BLACK/BLUE connector linked to the front of the fuse box, under the dashboard driver side.

	
	White/Brown
CAN BUS L
	Connect to WHITE wire pos. 57
	

	Alternative CAN BUS 1
	White/Green
	Connect to BLUE wire pos. 49
	Of the 60 pins VIOLET/BLUE connector linked to the front of the fuse box, under the dashboard driver side.

	
	White/Brown
	Connect to WHITE wire pos. 34
	

	Alternative CAN BUS 2
	White/Green
	Connect to BLUE wire pos. 16-17-19
	Of the “D” connector linked to the back of the fuse box, under the dashboard on the driver side.

	
	White/Brown
	Connect to WHITE wire pos. 21-22-23
	

	Direction lights
	Yellow wires

(Lamps)
	Connect to the BLUE/WHITE wire pos. 10 and BLACK/BLUE wire pos. 8 in the 60-pins BLACK/BLUE connector located in front of the fuse box under the dashboard driver side

	HORN
	White/Red
	Connect to the GREEN/WHITE in the BLACK connector, linked to the unit fixed above the wheel inside of the plastic cover of the steering wheel. See picture 3.
Attention: NEGATIVE COMMAND: set the alarm output according.
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Optional Connections

	Central door locking
	Purple(unlock)
	Cut the PURPLE/ORANGE or PURPLE/RED in the wiring loom under kick wall driver side, follow the connection diagram below adding an additional HPA500 module.

	
	Blue/Yellow(lock)
	

	Engine Kill

Max 10A
	Green wires
	Starter Block: cut the BROWN wire into the wiring loom that come from the key block, near the OBD connector, under the dashboard on the driver side.
Gasoline and Diesel: cut the PURPLE/YELLOW or GREEN/ORANGE wire in the wiring loom under the kickwell on the driver side. Use and additional 30A relay.


              REV 2 aggiunta alternativa di collegamento CAN BUS (SDC-05/09/2019)

              REV 3 aggiunto blocco avviamento (SDC-16/12/2020)

Locking/Unlocking diagram
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REV 2: Inserite altre alternative CAN e clacson (14/05/19 S.M.)
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