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	FITTING INSTRUCTION
	Rev.1

	
	
	

	Can Bus diagram:  

Ford Puma 2020 (
	[image: image1.jpg]




	DIP SWITCHES SELECTION & SOFTWARE
	

	From Car List 32 and next
	Remote control & Keyless version
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                      ELECTRICAL CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Wire color
	Position and connection on the vehicle

	Power

Pic. 1-2
	Red
	Connect to the BROWN/RED wire located into the wiring loom under the kickwell on the passeger side, or to the WHITE/RED wire pos.13 of the 24 pins BLACK connector linked behind of the OBD central unit, under the dashboard on the driver side.

	
	Black
	Connect to the original ground node, behind the kickwell on the passenger side, or to the WHITE/BLACK pos.1 of the 24 pins BLACK connector linked behind of the OBD central unit, under the dashboard on the driver side.

	Enabling CAN BUS
Pic. 1-2
	White/Green

CAN BUS H
	Connect to the GREY/ORANGE wire located into the wiring loom under the kickwell on the passenger side or to the GREY/ORANGE wire pos.23 of the 24 pins BLACK connector linked behind of the OBD central unit, under the dashboard on the driver side. 

	
	White/Brown

CAN BUS L
	Connect to the VIOLET/ORANGE wire located into the wiring loom under the kickwell on the passenger side or to the VIOLET/ORANGE wire pos.22 of the 24 pins BLACK connector linked behind of the OBD central unit, under the dashboard on the driver side. 

	HAZARD
Pic. 3
	Yellow/Green

Hazard
	Connect to the BROWN/YELLOW pos.12 of the 73 pins WHITE conenctor, linked to the front of the BCM central unit, under the dashboard on the passenger side.

	HORN

Pic. 3-4
	White/Red
	Connect to the VIOLET/GREEN pos.30 of the 50 pins BLACK connector, linked to the front of the BCM central unit, under the dashboard on the passenger side, or to the GREEN/WHITE wire pos.9 of the 18 pins GREY connector, linked to the central uni tinto the steering wheel.

NEGATIVE COMMAND: move the JUMPER on the alarm cental unit
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Optional Connection
	Central door locking
	VIOLET (opening) 
	Info not available at the moment.

	
	YELLOW/BLUE (unlocking)
	

	Engine Block
MAX 10A
	Green wires:
	Starter Block: Cut the BLUE/WHITE wire pos.1 of the 6 pins BLACK connector, directly linked to the key block.
Engine Block (Keyless version): Cut the WHITE/ORANGE pos.2 of the 6 pins BLACK connector, directly linked to the key block.
Engine Block (Fuel pump): Cut the VIOLET/RED wire of the 70 pins BLACK connector, fixed under the dashboard on the driver side.


             Rev.1 Aggiunte alternativa CAN BUS e CLACSON
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