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ELECTRICAL CONNECTION BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and connection on vehicle

	Power Supply
	Red
	Connect to the WHITE wire pos.1 of the 46 pins connector marked “C”, linked to the front of the BCM central unit, fixed under the dashboard on the driver side, at the left.

	
	Black
	Connect to the original ground node behind the kickwell on the driver side.

	Enabling CAN BUS
Picture 2 & 3
	White/Green 
CAN BUS H
	Connect to the GREEN wire pos. 27,
	of the 32 pins connector marked “H” a 32 vie, linked to the back of the BCM central unit, fixed under the dashboard on the driver side, at the left.

	
	White/Brown
CAN BUS L
	Connect to the ORANGE wire pos. 28,
	

	HAZARD

Picture 2
	Yellow/Green
(Hazard)
	Connect to the RED wire pos. 17 of the 24 pins connector marked “G”, linked to the back of the BCM central unit, fixed under the dashboard on the driver side, at the left.

	Horn
	White/Red
	Info not available at the moment

	[image: image4.png]



	[image: image5.png][ TTTHH T ]
[T T HH
T T 1]

REAR SIDE OF BCM






	[image: image6.jpg]





Optional connection
	Starter Block

 Max 10A
	Green wires
	Cut the PINK wire pos. 41 of the 46 pins connector marked “F”, linked to the back of the BCM central unit, fixed under the dashboard on the driver side, at the left.
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