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	FITTING INSTRUCTION
	Rev.  4

	
	
	

	Can Bus Diagram:  

Jeep Compass 2017(
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	DIP SWITCHES SELECTION OR SOFTWARE
	

	from Carlist33
and forward
	With remote

or
keyless system
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ELECTRICAL CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and vehicle connections

	Power

See picture 1
	Red
	Connect to the RED wire pos. 16,
	in the BLACK 16-pins OBD plug connector located under dashboard driver side.

	
	Black
	Connect to the BLACK wire pos. 4,
	

	Enabling CAN BUS until to 2017
See picture 1
	White/Green

CAN BUS H
	Connect to the GREY/WHITE wire pos. 6,
	

	
	White/Brown

CAN BUS L
	Connect to the YELLOW wire pos. 14, 
	

	Enabling CAN BUS from 2018
See picture 3
	White/Green

CAN BUS H
	Connect to the BROWN/WHITE wire pos. 58 
	in the GREEN 60-pins connector in the front of the body unit under dashboard driver side.

	
	White/Brown

CAN BUS L
	Connect to the YELLOW wire pos. 57
	

	Hazard
See picture 2
	Yellow/Green

Hazard
	Connect to the WHITE/BLACK wire pos. 8 of the 8 pins BLACK connector, directly linked behind the HAZARD push-botton in the middle of console
Insert a 1 kΩ (Ohm) series resistor on alarm wire.

Set the n°9 function “SET BLINKERS COMMAND BY RELAY”

	Horn
See picture 4
	White/Red
	Connect to the VIOLET/GREEN wire pos.9 of the 10 pins BLACK connector, directly linked to the steering wheel central unit, into the steering box.

Attention NEGATIVE command: move the jumper on the alarm central unit.
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Optional Connections 

	Central Door Locking
	Purple (unlocking)
	Info not available

	
	Yellow/Blue (locking)
	

	Engine Kill 
Max 10A
	Green wires
	Fuel Pump (diesel): Cut the 1 mm2 BLUE/ORANGE wire pos. 2 in the 6-pins GREY connector located behind the kick wall driver side.
USE AN ADDITIONAL RELAY 30Amp

	COMFORT Command
Max 100 mA
	Brown/Black
	Info not available


REV 1: aggiunta nuova connessione CAN per vetture 2018 (23/11/18 – SM)
REV 2: aggiunto BM (16/07/19 – SdC)

REV 2: aggiunta nota relè per BM (23/10/20 – SdC)
REV 4: aggiunto clacson. Aggiunta foto CAN BUS su centralina BCM e corrette posizioni. Corretto valore resistenza comando Hazard (23/03/2022 – SdC)
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