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	Can Bus:  

Mercedes GLB (X247) 2019(
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	DIP SWITCHES SELECTIONS OR SOFTWARE
	

	Available from CARLIST35 and next
	Remote control & Keyless version
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ELECTRIC WIRING BETWEEN ALARM AND VEHICLE

	Function
	Alarm wire
	Position and vehicle connections

	Power supply 

Pictures 1 and 2
	Red
	Connect to the RED wire of the 2-pins PURPLE connector located on the footrest support under the fabric cover at passenger side.

	
	Black
	Connect to the original ground node behind kick-wall passenger side.

	Enabling CAN BUS 

Picture 3
	White/Green
CAN BUS H
	Connect to BROWN/RED wire,
	of the 10-pins WHITE connector behind kick-wall passenger side 

	
	White/Brown
CAN BUS L
	Connect to the BROWN wire,
	

	Direction lights
	--
	Attention: direction lights are driven by CAN BUS network. So isn’t necessary to connect them

	HORN
	White/Red
	Info not available
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Optional Connections:
	Engine Kill 
Max 10A 
	Green wires
	Starter kill: cut the PURPLE/WHITE wire corresponding to the relay on the back of the fuse box in the engine compartment driver side.

	Comfort COMMAND
Max 100mA
	Brown/Black
	Info not available
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