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	Can Bus Diagram: 

Nissan Teana 2008 (2013
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	DIP SWITCHES SELECTION & SOFTWARE
	

	from CARLIST29
and next
	Remote control version & Keyless
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ELECTRICAL CONNECTION BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and connection on vehicle

	Power Supply
See picture 1
	Red:
	Connect to the GREEN/YELLOW of the WHITE connector linked to the front of the fuse box, under the dashboard on driver side.

	
	Black:
	Connect to the original ground node behind the kickwell on the driver side.

	Blinkers
	Yellow wires:
	Info not available at the moment

	Enabling CAN BUS

See picture 2
	White/Green:
CAN BUS H
	Connect to the BLU wire pos.6 of the 16 pins OBD connector, fixed under the dashboard on the driver side.

	
	White/Brown:
CAN BUS L
	Connect to the PINK wire pos.14 of the 16 pins OBD connector, fixed under the dashboard on the driver side.

	HORN command
	White/Red
	Info not available at the moment
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Optional connections
	Engine Block
Max 10A
	Green wires:
	Info not available at the moment

	COMFORT command
Max 100mA
	Brown/Black:
	The automatically windows closing is obtained only by the original remote control.
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