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	Fitting instructions for 

CAN BUS device
	Rev. 4

	
	
	

	Opel Corsa F 2019 (2021
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	DIP SWITCH A: C - DIP SWITCH B: 5
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HPS 869
	

	Available from CARLIST35 & next
	

	Remote control and keyless version
	

	DIP SWITCH A: C - DIP SWITCH B: 6
	

	
[image: image4.emf]C

B

0

1

2

3

4

5

6

7

8

9

A

B

C

D

E

F

0

1

2

3

4

5

6

7

8

9

A

B

C

D

E

F

A

6

HPS 845 R
	
[image: image5.emf]0

1

2

3

4

5

6

7

8

9

A

B

C

D

E

F

0

1

2

3

4

5

6

7

8

9

A

B

C

D

E

F

A B

C 6


HPS 869
	

	Available from CARLIST36 & next
	

	Essential version without the electric mirrors
	


ELECTRICAL CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and connection on vehicle

	Power Supply
Pictures 1 -2
	Red
	Connect to 2.5 mm2 PINK wire of the 18 pins GREY connector linked in the centre of the BSI central unit, fixed under the dashboard on the driver side.

	
	Black
	Connect to a chassis ground node, for example under kick wall driver side.

	CAN BUS connections
Pictures 1 – 3
	White/Green

CAN BUS H
	Connect to the WHITE wire pos. 16,
	In the GREEN slot of the 60-pins “EPB BLUE” connector located at the bottom right of the BSI central unit, fixed under the dashboard on the driver side.

	
	White/Brown

 CAN BUS L
	Connect to the GREY wire in pos. 18,
	

	Hazard

Pictures 1 - 3
	Yellow/Green
	Connect to the WHITE wire in pos. 7,
	

	HORN
	White/Red
	DO NOT CONNECT: horn activated by CAN BUS

	Setting 

push-button 
	Grey/Black
Black
	Connect the GREY/WIRE wire of push-button to the BRWON wire of alarm. 
Connect the BLACK wire to the ground.

	ATTENTION: in some vehicle version the doors are detected only when CAN BUS is running. To verify this condition, it’s enough to lock the car with the remote control, alarm armed and after 3 2 minutes, lets open, from inside, one of the back doors.

If the HPS 845 doesn’t trigger, you have to connect the doors and trunk by the wires:

	Doors and Trunk

Picture 4
	Blue
Use the diodes to split the lines 
	Ant. sx: Connect to the WHITE wire pos. 29
Ant. dx: Connect to the BLUE wire pos. 8 

Back. sx: Connect to the BROWN wire pos. 37
Back. dx: Connect to the BROWN wire pos. 2

Trunk: Connect to the WHITE wire pos. 19
	In the 60 pins BROWN connector marked “EH1” linked at the right on the front of the BSI central unit.


ATTENTION: the selections C5 and C6 drive the horn by CAN BUS. If a siren is used apply same selection. Eventually remove horn CAN BUS commands proceeding with the programming of the alarm used (see its instructions).
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   Optional connections
	Central door locking
	VIOLET (unlock)
YELLOW/BLUE (lock)
	Function activated by CAN BUS.

	Engine Block
MAX 10A
	Green wires
	Starter Kill: cut the YELLOW wire in pos. 22, in the GREY slot of the 60-pins “EPB BLUE” connector located at the bottom right of the BSI central unit, fixed under the dashboard on the driver side.

Engine Kill: cut the YELLOW wire in pos. 32, in the GREY slot of the 60-pins “EPB BLUE” connector located at the bottom right of the BSI central unit, fixed under the dashboard on the driver side.


External devices connection
	HPS 94C siren
	Connect the WHITE wire of HPS 845R central unit to the BROWN wire of siren. 

	HPS 98 siren
	No wires connections, this is a WIRELESS device.

The memorization sequence:
· Driver door opened, key OFF and alarm disarmed
· Push 2 times the setting push-button, the LED on the dashboard starts to flash for 30 seconds
· Put 10 times the BROWN wire of the siren to the ground
· The siren gives some bips to confirm the memorization ok

	Patrolsat 4G
	Connect the WHITE wire of HPS 845R central unit to the VIOLET wire of PatrolSat 4G SOS push-button.


PATROLLINE GROUP Società Cooperativa - Via C. Cantù 15/C 22031 Albavilla (CO) ITALY  Tel: +39.031.0352088  Fax: +39.031.0352089  Assistenza: +39 3664966876

E-mail: info@patrolline.it      Web: www.patrolline.it      Le indicazioni riportate su questa scheda sono da considerarsi indicative e non vincolanti poiché non sincronizzate a modifiche, variazioni o allestimenti delle case auto. L’azienda non risponde di eventuali danni al veicolo derivanti da una non corretta installazione.
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