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	DIP SWITCH SELECTION AND SOFTWARE
	

	from CARLIST35

and next
	Vehicle with IK and 

remote-control
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	from CARLIST31
and next
	Based version

Horn Command
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	Based Version Siren Command
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CONNECTIONS BETWEEN ALARM AND VEHICLE
	Function
	Alarm wire
	Position and vehicle connections

	Power supply

Pic. 1
	Red
	Connect to 4 mm2 BLACK wire in pos. 2 of the BLACK/RED connector named “PP2 BLACK”, located in the centre in BSI central unit, fixed under the dashboard on the driver side.

	
	Black
	Connect to a chassis ground node, under kick wall driver side.

	CAN BUS H

Pic. 1 - 2
	White/Green
	Connect to the BROWN/GREY wire pos. 16,
	in the GREEN slot of the 60-pins “EPB BLUE” connector located at the bottom right of the BSI central unit, fixed under the dashboard on the driver side.

	CAN BUS L

Pic. 1 - 2
	White/Brown
	Connect to the YELLOW wire in pos. 18,
	

	Blinker

Pic. 1 - 3
	Yellow/Green

Hazard
	Connect to the BLUE wire in pos. 7,
	

	Horn
	Red/White
	Sel. C5 – NOT CONNECT: horn activated by CAN BUS. If a siren is used apply same selection. Eventually remove horn CAN BUS commands proceeding with the programming of the alarm used (see its instructions).
Sel. C2 – NOT CONNECT: honr obtained by CAN BUS.

Sel. C3 – Connect to the siren wire command.

	Engine block
MAX 10A
	Green wires
	Starter block: cut the YELLOW wire in pos. 22, in the GREY slot of the 60-pins “EPB BLUE” connector located at the bottom right of the BSI central unit, fixed under the dashboard on the driver side.

	ATTENTION: The following connections are compulsory for the C2 / C3 selections

	Inhibition
Pic. 4
	Blue
	Connect to the GREEN wire pos. 11 of the 60 pins BROWN connector “EH1 BROWN” linked to the BSI central unit, under the dashboard of the driver side.

	Anterior doors
(Ceiling)

Pic. 5
	Blue/Red
(positive)
	Connect to the GREEN wire pos. 33 

(Thi signal is positive when the anterior ceiling is ON)
	35 pins BLACK connector “PAV BLACK” linked to the BSI central unit, fixed under the dashboard on the driver side.

	Rear doors and hatches

Pic. 4
	Green/Black

(positive)
	Connect to the GREEN wire pos. 34

(Thi signal is positive when the back ceiling is ON)
	


NOTE: with alarm armed, the trunk unlocking by remote triggers an alarm cycle. Unlocking all the doors before unlocking the trunk or programming the vehicle to unlocking all doors.
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PATROLLINE GROUP Società Cooperativa - Via C. Cantù 15/C 22031 Albavilla (CO) ITALY  Tel: +39.031.0352088  Fax: +39.031.0352089

E-mail: info@patrolline.it Web: www.patrolline.it The information given on this sheet is for guidance only and not binding because isn’t synchronized to changes, modifications or supplementary devices installed in the vehicles from manufacturers. The company is not liable for any damage to the vehicle resulting from incorrect installation.

