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	Can Bus diagram:  

Volkswagen Golf VIII 2019 (
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	DIP SWITCHES SELECTION & SOFTWARE
	

	From CARLIST 37 and next 
	Front FULL LED version
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	No FULL LED version
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CONNECTION BETWEEN ALRM AND VEHICLE
	Function
	Alarm colour wire
	Position and vehicle connection

	Power Supply
See picture 1
	Red wire
	Connect to the RED wire 4mm pos. 66 
	The wiring is connected into the 73-pin ways BLACK connector marked "A" linked to the BCM central unit, under the dashboard driver’s side, behind the fuse box.

	
	Black wire
	Connect BROWN wire 2mm pos. 63 
	

	Enabling CAN BUS
See picture 1
	White/Green wire
CAN BUS H
	Connect to the GREEN pos.16 
	

	
	White/Brown wire 
CAN BUS L
	Connect to the ORANGE/BROWN pos.17 
	

	Hazard

Selection 79
See picture 2
	Yellow/Green wire

No FULL LED version
	Connect to the BROWN/RED wire pos.42 of the 73-pin ways BLACK connector marked "C", linked to the BCM central unit, under the dashboard on the driver’s side, behind the fuse box. This position could be empty, it’s possible to insert a wire with compatible terminal. Rif. VW: 000979009E

	Rear Blinkers
Selection 7C
	Yellow wires

Front FULL LED version
	Connect to the BLACK/WHITE wire (post. Left) pos. 60 of the 73 pins “A” connector and to the BLACK/GREEN wire (post. Right) pos. 27 of the 73 pins “C” connector

These connectors are linked to the BCM central unit, under the dashboard on the driver’s side, behind the fuse box.

	HORN command
See picture 2
	White/Red wire
	Attention NEGATIVE command: please select properly the polarity output of the siren before to connect it. Connect to the BROWN/RED wire pos. 43, of the 46 pins BLACK connector marked “B”, linked to the BCM central unit, under the dashboard on the driver’s side, behind the fuse box.
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Optional connection 
	Central door lock
	Violet (unlock)
Yellow/Blue (lock)
	Info not available at the moment

	Engine kill block 

Max 10A
	GREEN wires:
	Info not available at the moment

	COMFORT command
	BROWN/BLACK wire:
	Info not available at the moment


PATROLSAT optional connection
	Positive under key (+15)
	ORANGE wire:
	Connect to the RED/BLACK wire pos. 13 of the 73-pin ways BLACK connector marked "A" connected to the BCM central unit, under the dashboard on the driver’s side, behind the fuse box.
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